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Freely programmable in the hazardous area – one of the advantages of the
iS50-Ex Industrial Weighing Terminal. Safely and quickly apply a broad
spectrum of software solutions. The robust weighing terminal reliably meets
the requirements of the ATEX and IECEx directives in Ex zone 1/21. Its further
strengths are: Easy data input and a large 7" full graphics display.

More information
High performance
with a wide range of
solutions and options.

iS50-Ex Industrial Weighing
Terminal

iS50-Ex Industrial Weighing
Terminal Built-in version

Product description
The iS50-Ex Industrial Weighing Terminal can be customized to your needs via
the integrated Soft-PLC, also in the explosion protection zone 1/21. Because the
weighing terminal is freely programmable thanks to Codesys. Due to its numerous
interfaces and software solutions you can benefit from a broad application
spectrum: Filling and counting can be reliably and precisely performed as well as
tolerance control, for example, even in a harsh production environment. The
robust and tight stainless steel housing offers high protection against water and
dust. The iS50-Ex Industrial Weighing Terminal is also impressive in terms of its
ergonomics: The large 7" full graphics display provides you with a good process
overview. Via the alphanumeric keyboard you easily and quickly enter, for
example, production data.

Note: Weighing terminal type iS50 is a Windows CE6.0 embedded device which is
not suitable for use in public networks. Since Microsoft will no longer provide
security patches, we want to emphasize that this device must only be operated in
a network which is not accessible to third parties for reasons of data integrity.

Highlights
– Stainless steel housing, class of protection IP65
– Free programmability thanks to Codesys and the development kit
– Display color indication during weighing with tolerance control
– Many interface options: RS232, TTY, Ethernet, Profibus DP/intrinsically safe,

analog output/only power output and PIO 4/4 or 8/8
– Metrologically approved data storage by default:

Logs and stores weighing data in accordance with the Weights and Measures
Act

– 39-key membrane keyboard and full-fledged QWERTY keyboard:

Numeric keypad, navigation and function keys, keys for the most important
weighing functions

Options
– Data cable
– Measuring cable
– Power cable

– Built-in housing
– Column
– Battery pack version

– Protective cover
– 24 V version
– Ethernet service cable
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My Bizerba
We offer you solutions from a single source which can be customized and allow you
to respond to any change in a flexible manner. Benefit from costs which can be
planned and efficient processes. We are happy to advise you.
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